

















PERMANENT MAGNET

DC MOTORS

Dual voltage - 120/240 VAC, 50/60 hz
Adjustable horsepower settings

Barrier terminal strip

Packaged bridge supply (fullwave)

1% speed regulation with armature voltage
feedback; £ 1/2% with tach feedback
Adjustable minimum speed (0-30% of max.)
Adjustable maximum speed (66-110% of base)
Adjustable IR compensation

Adjustable linear acceleration (0.5-8 sec.)
Adjustable current limit to 15 amps

Line voltage compensation

5K ohm speed potentiometer

with leads, knob and dial included

Power on / off switch

1509001
¢(UL)us

Single-Phase
Input

120 VAC 0-90VDC

240 VAC 0-180VDC

50:1 speed range

Overload capacity: 150% for one minute
Transient voltage protection

Voltage following mode or DC tachometer
follower by supplying underground analog
input signal (0-12VDCQ)

DC tachometer feedback (6 V at base speed)
Inhibit circuit - permits start and stop

without breaking AC lines

Remote start/stop via pot circuit or inhibit circuit
Shunt field supply provided (1 amp max.;
100V for 120 VAC; 200V for 240 VAC input)

AC line fuse

Rated NEMA 4/12 with threaded conduit holes

Model
Number

WDCCONT

$405.96

WDCCONT

$405.96

Single-Phase
Input

120 VAC 0-90VDC

240 VAC

0-180VDC

WDCCONTREV

$616.21

WDCCONTREV

$616.21

“ Prices Seen Here Are List - Please Call For Your Multiplier




A COMPLETE FAMILY
OF MOTOR PRODUCTS

Over $25 Million Worth Of Inventory In Six
Regional Warehouses Across The Country
Available For Immediate Delivery!
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EPAct Rated T-Frame

EPAct Rated TC-Frame I I

Explosion Proof T-Frame

Permanent Magnet DC

"~ Single-Phase T and TC-Frame ‘

NEMA Premium T and TC-Frame

L3

Close Coupled Pump

HYUNDAI Brandname
Advanced Design Rock Crusher Oil Well Pump Medium Voltage

WorldWide Electric Corporation  os2s10-56



